
TAKE 
CHARGE 
IN STYLE.
Logic Plus™ 30W Fast-Charging USB Type A+C Sockets

MK Electric’s market-leading Logic Plus wiring devices 
now includes a 30W fast-charging USB solution. Expertly 
manufactured in the UK and installed in buildings globally, 
the product fits the growing demand for efficient USB 
device charging — safely and reliably. 

The new 30W USB Type A+C charger features GaN technology and 
Power Delivery (PD) protocol, to provide fast charging in a compact size. 
Smart efficient charging can deliver power to a wide range of electronic 
devices and charges them quickly. 

Choose from our classic white or graphite grey finish, each with a  
double pole, dual earth design and covered by a 5-year MK guarantee.

 

K2766WHI K2766GRA

POWER DELIVERY (PD) PROTOCOL
• The charger will communicate with 

connected electronic devices using 
PD protocol to negotiate charging 
parameters (current/voltage), in 
order to optimize charging speed 
and also protect the battery health

• One 30W universal USB PD will 
be able to power a wide variety of 
electronic devices 

• Selection of popular mobiles tested, 
charged to 50% after 30 mins**

GAN TECHNOLOGY
• GaN device is smaller, reducing 

device size

• Higher power efficiency 

25MM BACKBOX

FEATURES

**Based on tests conducted by Apple in August 2017 and August 2018
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3-Pin “Child Resistant  
Shutter System”

Double Pole 
Switching

3mm Minimum  
Switch Contact Gap

Antibacterial front 
plate made from urea 
formaldehyde

30W Fast charging with PD Protocol  
and GaN Technology
OUTPUT VOLTAGE, CURRENT & POWER 
USB A: 
Min 5V, 3A, 15W 
Max 12V, 2.25A, 27W

Smart Charging Electrically Protected 
Against An Overload  

Or Short Circuit

USB Type A and  
Type C dual ports

Backed Out Terminal Screws Kept 
Captive Within The Terminal Housing

In Line Terminals Upward Facing Terminals  
With Tunnel Entrance

Dual Earth 
Terminals

USB C: 
Min 5V, 3A, 15W 
Max 20V, 1.5A, 30W


