
LOOVENT TM01
Toilet and bathroom ventilation

▌  Flow Rate up to 111 m3/h
▌  Surface or recessed mounted
▌  Compact design - smallest 31 l/s fan in class
▌  Integral magnetic anti-backdraught flap
▌  IPX4 rating
▌  Complies with Building Regulations
▌  3 year warranty

Highly reliable and powerful fan in a modular design for ease of 
installation and maintenance. 

Loovent centrifugal fans are perfect where longer duct runs are 
required as they are powerful enough to overcome pressure 
loss. All Loovents are designed to provide extraction levels that 
comply with the latest Building Regulations. 

The Loovent fan offers an adjustable timer overrun control, 
ensuring efficient ventilation, which can be used with 100mm 
ducting. It provide the ideal solution for removing damp moist air, 
odours and airborne pollutants from en-suites, bathrooms and 
utility rooms.

The new LOOVENT eco range offers  a full range of functionality 
including SAP approved dMEV versions.

MODELS

 Timer Adjustable timer overrun between 5 and 45 minutes  
with pull cord

KEY FEATURES

TIMER
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Ø100mm x 3M 
Flexible Duct 
Kit - Terracotta 
No: 72643601
A kit for attaching 
3M flexible ducting 
to a fan and a 
square terracotta 
grille.

Ø100mm x 3M 
Flexible Duct 
Kit - White 
No: 72643602
A kit for attaching 
3M flexible ducting 
to a fan and a 
square white grille.

Cavity Wall Kit 
Terracotta 
No: 72643201
Cavity Wall Kit with 
a 100mm diameter 
rigid duct, and 
attractive grille and 
screws in terracotta.

Cavity Wall Kit 
White 
No: 72643202
Cavity Wall Kit with 
a 100mm diameter 
rigid duct, and 
attractive grille and 
screws in white.

Others products available from airflow.com
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 Specification Loovent TM01

 Air flow m³/h (low / boost) l/s 111     31

 Fan type Centrifugal

 Controls Timer

 Mounting Surface / Recess 
Wall / Ceiling

 Sound Pressure dB(A)@3 m 58

 Power Watts at free flow 24

 Amps 2

 Building Regulations ADF YES

 Duct diameter (mm) 100

 Voltage 230 V / 1 ph / 50 Hz

 Rating IPX4

 Material finish ABS

 Weight (kg) 1.5

 Dimensions (H x W x D) mm 162 x 181 x 112

 Part No. 71766401

 EAN 5019009300030

 Model A B C D E F G H I J K L N
 LOOVENT 199 217 162 181 112 26 97 31-33 4-8 85 35 72 72
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