
LOOVENT
A fan for every room

▌  Two speed centrifugal fan
▌  Flow rate up to 110 m3/h
▌  �Economical to operate - from 3.6 W
▌  �Timer, humidity timer and motion sensor timer 

versions
▌  �SELV versions - low voltage or Voltage supply  

100 / 240 V - 50 / 60 Hz
▌  �IPX5 rating
▌  �Complies with Building Regulations
▌  �5 year warranty

From an excellent pedigree of fans for over 40 years comes 
the next generation of fans – LOOVENT. A powerful, discreetly 
styled fan in a modular design for ease of installation and 
maintenance to ensure effective ventilation with minimal noise 
level and energy efficiency in mind.

It is exceptionally quiet with various “on-demand” control options 
that only activate the fan when needed - timer, humidity timer 
and motion sensor with timer. The low energy motor helps 
reduce carbon emissions and saves on energy bills.

The LOOVENT is truly versatile in that it can be surface or 
recessed mounted into the wall or ceiling and fitted in either the 
portrait or landscape position.

LOOVENT is ideal for replacing the old Loovent 01C or existing 
Loovent 01 as the spigot position is identical and the back plates 
are the same size keeping reworking to a minimum.

MODELS

 Timer / SELV T Adjustable timer overrun between 2 and 45 minutes  
with pull cord

  Humidity Timer  
  / SELV HT

Adjustable Humidity 40 to 90% RH with adjustable  
timer and pull cord

 Motion Sensor Timer  Motion sensor activation

KEY FEATURES

PULLCORD TIMER HUMIDITY MOTION 
SENSOR 

2 MINS TWO SPEED SELVSELV
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Ø100mm x 3M 
Flexible Duct 
Kit - Terracotta 
No: 72643601
A kit for attaching 
3M flexible ducting 
to a fan and a 
square terracotta 
grille.

Cavity Wall Kit 
Terracotta 
No: 72643201
Cavity Wall Kit with 
a 100mm diameter 
rigid duct, and 
attractive grille 
and screws in 
terracotta.

Ø100mm x 3M 
Flexible Duct 
Kit - White 
No: 72643602
A kit for attaching 
3M flexible ducting 
to a fan and a 
square white grille.

Cavity Wall Kit 
White 
No: 72643202
Cavity Wall Kit with 
a 100mm diameter 
rigid duct, and 
attractive grille and 
screws in white.

Others products available from airflow.com
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 Specification LOOVENT T LOOVENT HT LOOVENT MST 

 Air flow m³/h (low / boost) l/s 62 / 110     17 / 31

 Fan type Centrifugal

 Controls Timer Humidity Timer Motion Sensor Timer

 Sound pressure dB(A)@3 m 29 / 47

 Power Watts 3.6 / 12

 Amps 3

  Specific Fan Power (SFP) 0.21 / 0.40

 Building Regulations ADF YES

 Duct diameter (mm) 100

 Voltage 100 / 240 V - 50 / 60 Hz

 Rating IPX5

 Material finish ABS

 Weight (kg) 1.0

 Dimensions (H x W x D) mm 167 x 187 x 138

 Part No. 72684305 
72684309 (SELV)

72684306 
72684310 (SELV)

72684307 
N/A

 EAN 5019009307404 
501900931171

5019009307411 
5019009311722

5019009307428 

 Model A B C D E F G H I J K

 LOOVENT 167 85.5 167 138.5 99 22 74.5 75 187 162.6 182.6
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