Luxair Cooker Hoods
LA-60cm & 90cm-Neptune-Black or White Glass

· 4 Speed Touch Control
· Unique Adjustable Designer LED Bar	
· 1 x (6 x 1w) LED Light Strip
· Washable Metal Grease Filters
Mesh Grills (current Models)
Both Sizes 2 x 222mm x 250mm

· Extraction Rate (m³/hr) Ducted, from 275m³/hr to 950m³/hr 
· Extraction Rate (m³/hr) Recirc, from 192m³/hr to 665m³/hr 
· Noise Levels DB/A, 54db – 63db
· Charcoal Filter (Optional Extra), Round 5 (2 x Filter required)
· We recommend changing your charcoal filters every 3 Months, or every 50 hours of cooking for best performance. This will help keep your motor unclogged and free from odours and to prolong the life of your motor
· Ducting Size (Ducting Kit Optional Extra), 5” Minimum or 6” 
· Warranty 2 Years Labour, 5 Years Parts (Subject to registration) 

Charcoal Filter and Ducting Kits
[image: Spare Charcoal FIlter Round 5]	2 x Round 5 Filter, Code: CHAR-FILTER-RND-5
[image: https://www.luxairhoods.com/image/cache/data/Luxair%20Cooker%20Hoods/Spares/Ducting/1.5%20Meter%20Ducting/1.5%20Meter%20-%2001-750x750.jpg]	Cooker Hood Ducting Kit 1.5 Meter 5” or 6”. 
Code: LA0011.5M (5”)  LA150-1.5M (6”)
We highly recommend using 150mm ducting as this offers more room for extraction and will allow for quieter hood.



[bookmark: _GoBack]Ducting Kit Contents
Wall Outlet, Flexible Hose, Fixing Kit, Cable Tie


Matching Glass Splashbacks for LA-NEPTUNE Hood
[image: https://www.luxairhoods.com/image/cache/data/Luxair%20Cooker%20Hoods/Wall%20%20Mounted%20Hoods/LA-Neptune/LA-Neptune-Black/LA-Neptune-Black-Kitchen-750x750.jpg]        [image: Full Height 750mm High - Black Glass] 
Example of one code below.
SP-60-BG
SP-90-BG
Adhesive available for Glass Splashbacks also. Code: GLASSADHESIVE
[image: https://www.luxairhoods.com/image/cache/data/Luxair%20Cooker%20Hoods/Splashbacks/Glass%20Adhesive/Glass%20Adhesive-750x750.jpg]
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