
DL7105
Infrared Thermometer



Di-log Test Equipment
Unit 28 Wheel Forge Way
Trafford Park
Manchester
M17 1EH

Sales: (0161) 877 0322
Fax: (0161) 877 1614
Email: sales@dilog.co.uk

All Di-log Temperature Meters
supported by a

2 Year Warranty

SPECIFICATIONS

EMC & LVD
EN: 50081-1, 50082-1
EN: 60825-1

CE

Miscellaneous

Supplied with 1x 9V Battery & Carry Case
Dimensions/Wt: 100(H) x 56(W) x 230(D) mm
Weight: 290g

Range Resolution Accuracy
-50.0 C to
-20.0 C 0.1 C ±5 C
-20.0 C to
200.0 C 0.1 C  1.5%  rdg ±2 C
201 C to
358 C 1 C  2%  rdg ±2 C
539 C to
1000 C 1 C  3%  rdg ±5 C

Temperature Celsius -  (Infrared)

Accuracy: Given at 18 C to 28 C, less than 80% RH
Emissivity: 0.95 Fixed Value

Temperature Fahrenheit - (Infrared)

Range Resolution Accuracy
-58.0 F to
-4.0 F 0.1 F ±9 F
-4.0 F to
200.0 F 0.1 F  1.5%  rdg ±4 F
201 F to
1000 F 1 F  2%  rdg ±4 F
1000 F to
1832 F 1 F  3%  rdg ±9 F

Accuracy: Given at 64 F to 82 F, less than 80% RH
Emissivity: 0.95 Fixed Value


