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PH PLUS

 ► Electronic Triac control optimizer ETCO.
 ► Digital display for Clock, Selected temperature.
 ► Daily and weekly programmer.
 ► Three-level mode temperature selector: Comfort, 

Economy and Frost-protection.
 ► Open window detection for reduced energy waste.
 ► Adaptive start control.
 ► Built-in electronic ambient thermostat ± 0,1 0C.
 ► Adjustable digital thermostat.
 ► Flat lockable keyboard for easy cleaning.
 ► Built-in On-Off switch.
 ► Security system with five-year memory backup, to prevent 

loss of programming.
 ► Input from 750W to 2000W.
 ► Thermal safety cut out.
 ► Protection IP2X.
 ► Class I insulation.
 ► Powder coated RAL 9010 steel structure.
 ► Fitted with 1,5m mains cable. 
 ► Unique wall fixing brackets included.

MODELS PH-075 PLUS PH-125 PLUS PH-150 PLUS PH-200 PLUS
Output W 750 1250 1500 2000
Voltage V 230-240 230-240 V 230-240 V 230-240 V
Frequency Hz 50-60 50-60 50-60 50-60
*Dimensions cm 41x41x8 56x41x8 63x41x8 78x41x8
Net weight kg 3.5 4 4.5 5.5
EAN 13 8432336603259 8432336603273 8432336603297 8432336603310

*2.5 cm space from wall.
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