
Technical Data Sheet: DS069/0913

Product Description FPP Contractor Pack: 10m of
Polypropylene Conduit complete with
10x Polypropylene Flexilok fittings
and 10x Locknuts

Product Range FPP - Conduit Contractor Pack
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Materials:
Polypropylene

Colour:
Black or
Grey ( RAL7031)

Fire Performance:

Self extinguishing
IP Rating:

• IP66

Applications:
Fittings:
• Fast  one piece push fit
• Can be removed using
screwdriver if required
• Comes complete with lock-
nuts.

Temperature
Performance:

 -20°C to +90°C

Conduit

Size (mm) OD
(mm)

ID
(mm)

Min Bend radius R
(mm)

20 20.0 14.8 40

25 25.0 19.1 50

34 34.5 28.1 65

Size (mm)
Thread Nominal Dimensions (mm)

A B C D E F G
20 M20 X 1.5 14 34 25 14.5 25 28

25 M25 X 1.5 15 37 30 19.0 30 33

34 M32 X 1.5 16 42 41 26.5 41 43

Fitting

FPP Contractor Pack
� 10 Metres polypropylene conduit
� 10 Flexilok Fittings and Locknuts

NB: # add B for Black or G for Grey

Size Part No.
20mm FPP-CP20#

25mm FPP-CP25#

34mm FPP-CP34B

Typical Applications;Compliance, Approvals & Accreditation;

EN 61386 Classification Available on request

Construction


